
41376
SERVICE BULLETIN

Hydraulic Steering Conversion 
Kits Assembling Instruction for 
Ford 5000-5600

1. Assemble the oil reservoir.

2. Assemble the hydraulic steering  
oil pump.

2a. Assemble the hydraulic steering oil      
pump. (Original steering pump)

3. Mount lift’s assembling bracket to the 
engine body.

4. Assemble valve and pistion.

5. Fasten pressure hose 5/16 R6 from oil 
pump to lift.

6. Fasten return hose 3/8 R6 hose from 
reservoir to oil pump.

7. Fasten 5/8 R6 hose from reservoir to 
oil pump.

8. The long rod will be installed.

9. After that center the valve shaft and 
fasten with M8 bolts.  

10. After mounting use special sae 10 or 
20 oil to start engine and check oil 
level, add some more if necessary.

11. Hydraulic pressure valve was  
already adjusted. 

Note: Check fastening bolts and hoses 
after 1 week.
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FORD 5000-5600 DİREKSİYON SİSTEMİ / FORD 5000-5600 STEERING KIT

FORD 5000 - 5600 HİDROLİK DİREKSİYON SİSTEMİ MONTAJ ŞEKLİ
1-  Yağ deposunu monte ediniz.
2- Hidrolik direksiyon yağ pompası takınız.
2a - Hidrolik direksiyon yağ pompasını takınız. (orjinal direksiyon pompası)
3- Motor gövdesine lift bağlantı kulağı monte edilecek.
4- Lift (Valf ve Piston) takılacak.
5- Hidrolik pompadan lifte 5/16 R1 basınç hortumu takılacak.
6- Valfden depoya geri dönüş 3/8 R6 tahliye hortumu takılacak.
7- Depodan hidrolik pompaya 5/8 R6 giriş hortumu takılacak.
8- Uzun rot takılacak. 
9- M8 imbus civata kızağa ortalı olarak ayarlanacak.
10- Hidrolik direksiyon yağı spesiyal SAE 10 veya 20 yağ konulacak (1 litre). 
11- Hidrolik basınç sübabı ayarlıdır.
Not : Montajdan bir hafta sonra bağlantı vidaları ve hortumlar kontrol edilecek.

HYDRAULIC STEERING CONVENSION KITS ASSEMBLING INSTRUCTION FOR FORD 5000-5600
1- Assemble the oil reservoir.
2- Assemble the hydraulic steering oil pump.
2a- Assemble the hydraulic steering oil pump. (original steering pump)
3- Mount lift’s assembling bracket to the engine body.
4- Assemble valve and piston.
5- Fasten pressure hose 5/16 R6 from oil pump to lift.
6- Fasten return hose 3/8 R6 from lift to resorvoir.
7- Fasten 5/8 R6 hose from reservoir to oil pump.
8- The long rod will be installed.
9- After that center the valve shaft and fasten with M8 bolts.
10- After mounting use special SAE 10 or 20 oil to start engine and check oil level 
add some more if necessary.
11- Hydraulic pressure valve was already adjusted.
Note: Check connecting bolts and hoses after 1 week.
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HYDRAULIC STEERING CONVENSION KITS ASSEMBLING INSTRUCTION FOR FORD 5000-5600
1- Assemble the oil reservoir.
2- Assemble the hydraulic steering oil pump.
2a- Assemble the hydraulic steering oil pump. (original steering pump)
3- Mount lift’s assembling bracket to the engine body.
4- Assemble valve and piston.
5- Fasten pressure hose 5/16 R6 from oil pump to lift.
6- Fasten return hose 3/8 R6 from lift to resorvoir.
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8- The long rod will be installed.
9- After that center the valve shaft and fasten with M8 bolts.
10- After mounting use special SAE 10 or 20 oil to start engine and check oil level 
add some more if necessary.
11- Hydraulic pressure valve was already adjusted.
Note: Check connecting bolts and hoses after 1 week.
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TRACTOR ASSEMBLY 
INSTRUCTIONS
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